FITTING THE STRAP
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C-880N STAY-ON-CASE

Attach strap (F) to both sides of part (B) using the
press studs.

Repeat this process with the other strap (F) on to
both sides of part (A).

Connect main strap (G) to straps (F) with both clips
on either side of the front of the scope.

Repeat this process at the rear of the scope.

Need more help? Scan the QR code opposite or visit our Youtube
channel for an instructional video.
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FITTING INSTRUCTIONS

CASE PARTS
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Wrap part (A) around the barrel of the scope.

Secure part (A) using the three press studs on the
under side of the scope.

Slide part (B) over the eyepiece and ﬁt it onto the
scope body.

Connect parts (A) and (B) using part (C).

Secure with press-studs on both sides.

Slide on the objective lens hood (D).

Secure with the press-studs on the top and bottom
of part (A).

Slide the eyepiece cap (E) over the eyepieces.

Secure on to both sides of part (B) using the press
studs.

Secure the stay-on-tab to part (B) using the press
stud.
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OBJECTIVE LENS CAP STORAGE

(FIG 1)

(FIG 2)
The objective lens hood (D) includes a useful objective
lens cap holder. This holder is designed to hold the
objective lens cap when the scope is in use. (FIG 1)
CAUTION: Always remove the objective lens cap from
the holder and secure it back on to the scope body when
transporting your scope and the objective lens hood is
attached to the main body of the case. (FIG 2)

